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Overview 
This document describes how to install Windows software for use with the 

MD307 laboratory computer. 

 
Prerequisites 

You should have downloaded the following Windows packages from the GMV 

distribution site (www.gbgmv.se): 

• WCHLinkDrv.zip 

• Openocd-libusb.zip 

• Minichlink.zip 

• Zadig.zip 

 

Note: 

WCH drivers are copyrigth Win Chip Head (www.wch-ic.com) 

openocd, minichlink and zadig are open source software. 

 

 

Instructions 
Unzip and install the WCH drivers (WCHLinkDrv.zip). 

Connect MD307. 

 

Start zadig: 

 

Select ‘Options | List All Devices’ 

 
 

 

From the dropdown list, select ‘WCH-Link (Interface 0)’: 
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Now, select ‘libusb-win32 (…)’,  

 
 

click ‘Replace Driver’ and wait for zadig to complete the operation. 

 

 
 

 

Test 
You can use ‘openocd’ to test the LIBUSB drivers. Unzip and install openocd. 

 

Make sure MD307 is connected to an USB-port and start openocd. The 

following window opens and veifies that a GDB-server has been started by 

openocd. 

 
 

Installation of the driver is complete. The device will appear as: 

Interface 0: WCH LinkE adapter 

Interface 1: COM-port interfacing MD307 USART1. 

 

 

 


